B N VELOP TIE—IN DETAILS
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o ROOF A&VB OPTIONS
CCW CONTACT ADHESIVE OPTIONS : e VapAir Seal 725 TR
e 702 e 715 2 e VapAir Seal MD
« 702 WB e CAV-GRIP .
o 702 LV o TRAVEL—TACK °
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IF BARRISEAL USE 705 °Be -
IF BARRITECH USE 705FR-A * Bl (76mm)
INSTALLATION STEPS: IF BARRITHANE USE 705FR—A A B MIN
® ®
® [}
1:  INSTALL A MINIMUM 6” (153mm) WIDE STRIP : o
OF CCW 705 OR 705FR—A OVER PRIMED °
SUBSTRATE, CENTERED DIRECTLY BELOW THE ° 6
PLANNED TIE-IN LOCATION. REMOVE o )
RELEASE LINER AND PRESS INTO PLACE. ° 2
ROLL TRANSITION STRIP WITH 2" HAND . (51mm)
ROLLER. ° MIN
@
7 *
2 APPLY A CONTINUOUS BEAD OF CCW /
BARRIBOND OR LM—800XL DETAIL SEALANT BarriBond LIQUID
AT TRANSITION MEMBRANE STEP—-OFF WHERE FLASHING & DETAIL
BARRITECH, BARRISEAL OR BARRITHANE WILL SEALANT OR
BE INSTALLED. BEAD SHALL BE TOOLED TO LM—800XL. 17
A MINIMUM OF 1" (25mm) WIDE BY 40 MILS (25mm) WIDE
THICK AND ALLOWED TO DRY ACCORDING TO TOOLED RIBBON @
INSTALLATION INSTRUCTIONS. 40 MILS THICK.
WALL AIR
BARRIER OPTIONS
3:  APPLY CCW BARRITECH, BARRISEAL OR 0 5 e BARRITECH NP
BARRITHANE ON THE WALL, CONTINUING IT R . gﬁggg’éiﬁ VP
MEMBRANE. =
Mo

4: INSTALL VapAir SEAL 725TR OR MD,
CONTINUING IT 3" (76mm) ONTO PRIMED
TRANSITION MEMBRANE. REMOVE RELEASE
LINER AND PRESS INTO PLACE. ROLL
OVERLAP WITH 2" HAND ROLLER TO ENSURE
FULL ADHESION.

THIS DETAIL DEPICTS PRODUCTS COMPATIBILITY ONLY. FOR COMPLETE ROOF—TO—WALL TIE—IN, PLEASE SEE SECTION 4.
0] ROOF BARRIERS: WALL BARRIERS:
o NVELOP  «crer BARRITECH, 10
e BUILDING ENVELOPE SOLUTIONS TO VapAir SEAL BARRISEAL .
NOTES [ /25TR OR MD OR
REFER TO SPECS FOR ADDITIONAL INFORMATION BARRITHANE
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