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UNCURED EPDM PRESSURE
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WALL BARRIERS

APPLICABLE ROOF

APPLICABLE BONDING -
ADHESIVE ===

APPLICABLE CONTACT

SHEET METAL COPING & WIND CLEAT, 705 OR
SECURED INTO STRUCTURAL MEMBER(S). _
PER DESIGNER’S REQUIREMENT /05FR—A

I
a
u
u
u
u
u
a
a
u
u
u
u
u
a
l

v Ema s Emm s

o
B2

Yty g e -y
R A R R e o ™ B
R R R R R RS %
R R R R A S R R SRR RRs
R R R A BT IITTR
O R R RIS
LR

28

22X

g
lpnglcteg®s,
25955055,

“2

)

T

---u-ﬂ-ﬂ-‘-1

FOR NFPA 285
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BARRIERS DETAIL

SEALANT AT FASTENER HEAD.
COLOR PER DESIGNER'S
REQUIREMENT. FASTENER
SECURED INTO STRUCTURAL
MEMBER

EXTEND MEMBRANE &

N
\

DARNAAN

SHEATING AT
STUD WALLS
(TYPE AS
REQUIRED)
INSULATION
WHERE
REQUIRED.

SHEET METAL MIN. 2”
(51mm) BELOW THE JOINT

WOOD 2—-BY SHALL NOT
BE FIRE-TREATED WHEN
ROOF MEMBRANE IS
ADHERED

APPROX. LOCATION TO
CUT DURING FUTURE
RE—ROOFING. PROTECT
MEMBRANE ABOVE

REFER TO FLASHING

DETAIL(S) FOR RESPECTIVE
ROOF MEMBRANE TYPE

ROOF ASSEMBLY |

EXTERIOR CLADDING (MASONRY &

PANELS SHOWN ONLY)

AS REQUIRED
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FULL CONSTRUCTION

DETAIL
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ROOF BARRIERS:

WALL BARRIERS:

REFER

N T0
NOTES

REFER TO SPECS FOR ADDITIONAL INFORMATION

EPDM 705
OR OR T2
TPO /05FR—A
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