B\ VELOP TIE—=IN DETAILS I

SHEET METAL COPING & WIND CLEAT,

PER DESIGNER’S REQUIREMENT

SECURED INTO STRUCTURAL MEMBER(S),

7

I TERMINATION BAR
WITH ACCEPTABLE

| FASTENERS @ 12"

ROOF MEMBRANES

PVC/KEE HP

REFER TO
DETAIL 1.3B

!

ffom———m—m—————————o—— =)

(305mm) O.C.X

-
(76mm)
MIN

—

CONTINUOUS BEAD OF
UNIVERSAL SINGLE—PLY
SEALANT. MIN. 1/2” (13mm)
DIAMETER. XXXX

-

WALL BARRIERS ——|

~— CCW 705FR—A m—

APPLICABLE BONDING ——m=
ADHESIVE ===

1

705

APPLICABLE CONTACT
ADHESIVE

R

e e Emm Esa Emm e

TR el

S a8 W mm

R R R
B R R G RIREA S

2=

SR

R R

RS RGNS

A
52e5 %

p7é - oy 1
R r s
0050506054
s

KPR
=== —f—————+

---l--ﬂ-‘-1

N

)

=

BARRIERS DETAIL

SEALANT AT FASTENER HEAD.
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