I N\ VELOP TIE—IN DETAILS

WALL OPTIONS:
e POURED CONCRETE
e CMU

e STEEL STUD

TERMINATION BAR WITH
APPROVED MECHANICAL
FASTENERS SPACED 12"
(305mm) O.C.

CCW CONTACT ADHESIVE OPTIONS
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L WALL AIR BARRIER

OPTIONS:
e BARRITECH NP/VP

e BARRISEAL

e BARRITHANE

CONTINUOUS BEAD OF
CCW LM-800XL OR

| BARRIBOND TOOLED TO
40 MILS. COMPLETELY

COVER STEP OFF,

TERMINATION BAR &
FASTENERS

705 TWF— TERMINATE
1/2” (13mm) FROM
EXTERIOR
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DETAIL COAT OF CCW\J

BARRICOAT @ 60 WETS)

MILS THICK, APPLIED IN 2 COATS @ 30 MIL
PER COAT. MUST EXTEND A MINIMUM OF 6"

VERTICALLY & HORIZONTALLY AT BOTH

INSIDE AND OUTSIDE CORNERS.

BARRICOAT @
90 WET MILS/
60 DRY MILS
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REFER TO SPECS FOR ADDITIONAL INFORMATION

@ WALL BARRIERS: BELOW GRADE BARRIERS:
TS| BARRISEAL
NOTES| OR BARRICOAT
BARRITHANE
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